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Also Available As OEM Products

AEP-JUMPERBLADES-42022

The AE Products Jumper Blades offer a safe and easy means of bypassing a meter socket.  The 
Jumper Blades can be used with either ringless or ring style meters. Angled blades and shortened 
blades are for use under a disconnect/blank-off cover.  (Click Here for Disconnect/Blank-Off Covers)

Jumper Blades
Material Specification & Features
Maximum 320 Amp Capacity
Sold in Sets of 2
Coated or Uncoated
Straight, Angled or Shortened
Optional Keyed Blade for 320Amp

Model Number Configuration

        JMP -   CB    -    08  / _____   
Blade Coating
CB - Coated Blades
CA- Coated Angled (bent)
CS - Coated Shortened
UB - Uncoated Blades
UA - Uncoated Angled (bent)
US - Uncoated Shortened

Coating Color
02 - Black
08 - Red

Keyed
K - Keyed 
(not available on 
shortened blades)

Note: Additional color options available for 
coating. Contact the factory for details.

Coated Angled

Coated Straight

Uncoated Blade

Uncoated Angled

Shortened

Keyed for 320Amp

https://6924cb73-5d3c-4162-9e62-9653e04f48db.usrfiles.com/ugd/6924cb_b74db95b1d1d488793c6beb1220e5df1.pdf
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Straight, Uncoated Blades

Angled, Coated Blades

Keyed Option for 320Amp
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Keyed Option for 320Amp

Short, Coated Blades
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(Diagrams are not to scale)
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Jumper Blades


